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ESPECIFICACIONES SN-MARINER-54 SN-MARINER-56 SN-MARINER-64 SN-MARINER-66 SN-MARINER-86

TWEETER

1" (25mm) clothe dome, 

Ferrofluid cooled

1" (25mm) clothe dome, Ferrofluid 

cooled

1" (25mm) clothe dome, 

Ferrofluid cooled

1" (25mm) clothe dome, 

Ferrofluid cooled

1" (25mm) clothe dome, 

Ferrofluid cooled

WOOFER

5.25" (130mm) cono de 

polipropileno envolvente de 

Santoprene

5.25" (130mm) cono lamizado 

Kevlar/Nomex envolvente de 

Santoprene

6.5" (165mm) cono de 

polipropileno envolvente de 

Santoprene

6.5" (165mm) cono lamizado 

Kevlar/Nomex envolvente de 

Santoprene

8" (203mm) cono lamizado 

Kevlar/Nomex envolvente de 

Santoprene

RESPUESTA A/FRECUENCIA 65Hz-20kHz 60Hz-20kHz 55Hz-20kHz 50Hz-20kHz 45Hz-20kHz

IMPEDANCIA 8/6 ohms 8/6 ohms 8/6 ohms 8/6 ohms 8/6 ohms

POTENCIA 5 - 60 Watts 5 - 70 Watts 5 - 80 Watts 5 - 100 Watts 5 - 100 Watts

ACABADO Blanco y Negro Blanco y Negro Blanco y Negro Blanco y Negro Blanco y Negro



ESPECIFICACIONES SN-MARINER-54SST SN-MARINER-64SST

2 TWEETERS

1" (25mm) clothe dome, 

Ferrofluid cooled

1" (25mm) clothe dome, Ferrofluid 

cooled

WOOFER

5.25" (130mm) cono de 

polipropileno envolvente de 

Santoprene con doble bocina 

de voz

6.5" (165mm) cono de 

polipropileno envolvente de 

Santoprene con doble bocina de 

voz

RESPUESTA A/FRECUENCIA 65Hz-20kHz 55Hz-20kHz

IMPEDANCIA 8/6 ohms 8/6 ohms

POTENCIA 5 - 60 Watts 5 - 80 Watts

ACABADO Blanco y Negro Blanco y Negro


